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AM covers more than 130000㎡, and owns modern 

industrial plant occupied over 60000㎡ . It’s annual 

productivity amounts to 20000 tons, yearly production 

value may amount to USD 100 million. There are more 

than 400 workers and 180 various expertise technicians. 

It’s situated in Anyang ,Henan Province ,which is one of 

the Eight Famous ancient cities and also one of the best 

tourism cities in China.

COMPANY PROFILE
Anyang machinery Co Ltd., affiliated to China National United Equipment Group corp. was founded in 1968, 

which is one big state owned enterprise licensed to manufacture pulp and paper-making machinery, cement 

equipment, wind turbine tower and chemical equipments. 100,000,000

20,000
Annual output(tons)

1968
Since 1968

Production value up to USD 100 Mio/Year
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Bending machine
Shown in figure,it can treat piece with thickness of 20mm, and length of 12m.

PRODUCTION 
FACILITIES

Rolling machine
Shown in figure,it can treat piece with thickness of 120mm, and width of 3.2m.

NC plate cutting center
Shown in figure,it can cutpiece  with thickness of 200mm, and length of 24m.

Workshop interior

Vertical Machine Center
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FACILITIES

Boring and Milling Machine

Horizontal lathe
Shown in figure,it can process pieces with diameter 6m, and length of 20m.

Lathe
Shown in figure,2m×16m.

Vertical lathe
Shown in figure,it can process pieces with diameter of 10m, and height of 4m.
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DIGESTER

Main clients:

- Chongqing Lee & Man Papermaking Company;

- Annual 200,000 tons of chemical pulp production line;

- Chongqing Lee & Man Papermaking Company; 

- Annual 100,000 tons of dissolving pulp production line; 

- Fujian Qingshan Papermaking Company; 

- Annual 100,000 tons of dissolving pulp production line; 

- Hunan Juntai Papermaking Company;

- Annual 300,000 tons of dissolving pulp production line;  

- Huatai Papermaking Company; 

- Annual 200,000 tons of wood pulp production line and 

annual 100,000 tons of dissolving pulp production line. 

Super Batch Cooking 
Production Line

CHEMICAL PULP 
PRODUCTION LINE

CHEMICAL PULP 
PRODUCTION LINE

Digester series are our leading products. We can manufacture various 

specifications of digesters, including 50m3, 75m3, 110m3, 135m3, 175m3, 

225m3, 250m3 and 400m3 digesters used in digester workshop. The 

maximum size of the digester is 5.8m in diameter and 400m3 in volume. 

According to different production technologies of alkaline pulping and 

acid pulping, digester series can be made of different raw materials for 

example, carbon steel structure, composite steel structure or dual-phase 

stainless steel. Digester series are mainly used to chemical pulp and 

dissolved fiber steaming section. Our digesters can be well matched with 

equipments used to chemical pulp production line made by GLV or other 

famous international companies.

According to different raw materials, the technology can be also applied to 

produce dissolving pulp. 

In 2007,based on the characteristics of conventional cooking, our company 

has developed a 300,000t of annual output of super batch cooking 

production line that adopts an efficient pulping technology with making use 

of new energy on the basis of conventional cooking technology, which can 

save about 60% of cooking steam consumption that is roughly equivalent to 

the reduction of 10,000t annual coal consumption (Standard coal as 

measurement unit). Meanwhile, we can reduce by about 15% of SO2 

emission (sulfur dioxide) and soot aggregates from the alkali recovery 

boiler, achieving zero emission wastewater and reducing the emission of 

bleaching wastewater. 

Advantages:

A. Compared to conventional 

cooking steam consumption, our 

equipments can achieve great 

reduction of that. Our super batch 

cooking technology can reduce to 

0.6-0.8ton of steam consumption 

from 2-2.5ton for producing1ton 

pulp.

B. Oxygen delignification; Low 

Kappa value; High strength of 

paper

C. Pulp has excellent bleaching 

properties for the reasons of low 

Kappa value, high strength, 

oxygen delignification and good 

production conditions. Meanwhile, 

relevant chemical consumption 

drops down, which not only 

reduces environmental pollution, 

but also lowers paper cost.  

D. The whole production process is 

fully under automatic control, and 

then the system reliability is greatly 

improved, and therefore pulp 

quality is stable and reliable. 
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Major Corollary Equipments 
As follows: 
Digester 

50m3,75m3,110m3,135m3,175m3,225m3 ,250m3,400m3 series of digesters with different  technologies; main 

materials include carbon steel, 316L steel, stainless steel and composite plate , duplex stainless steel 

structure.

Blow Tank 

80m3,150m3,225m3, 330m3, 500m3, 1050m3 series of  blow tanks with different  technologies; main materials 

include carbon steel, 316L steel, stainless steel and composite plate ,duplex stainless steel structure.  

Vacuum Pulp Washer

30m2, 45m2, 60m2, 80m2, 100m2, 120m2 series of vacuum pulp washer with different technologies; main 

materials include carbon steel, 316L steel, etc. 

Replacement Tank 

Hot black liquor tank ,warm black liquor tank ,cold black  liquor and a variety of  heat exchangers  with 

different  technologies; main materials include carbon steel ,composite plate, duplex stainless steel structure. 

SUPPORTING MAJOR EQUIPMENT AS FOLLOWS

ANYANG 
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Digester is mainly applied to pulp cooking through the 

use of raw materials such as wood or bamboo with 

less than 15% moisture content, 2%-3% ash content, 

50%-55% cellulose content, 22%-25% lignin content 

and less than 3% Si content. After being cut into the 

slices (25mm-30mm), raw materials will be sent to the 

digester with full of cooking liquor and steam through 

a conveyor belt. The cooking process will take 5.5-6 

hours at the temperature of 160℃-175℃ to make. 

The time span depends on the pulping demand (Pulp 

yield and hardness). The heating process occurs 

mainly in the effective indirect heating area where 

tubular heater works. Liquid out from the center flows 

through circular tube whilst is heated and transmitted 

from up to down, which shall be circularly carried out 

for about 8-12 times an hour. Meantime the steam 

from the vent at the bottom will help do auxiliary 

heating. During the cooking process gas is expelled 

out from the vent at the top to reduce the fake 

pressure phenomenon caused by the air in the inner 

digester, which is conducive to keep the uniform of 

pulp cooking and improve the pulp quality. After the 

cooking process, through the blow valve the pulp 

under pressure will be out of the digester and enter 

the flat discharge pan where it will be stored 

temporarily.

COVENTIONAL DIGESTER
Technology and operation characteristics 
of equipments

CHEMICAL PULP 
PRODUCTION LINE

ANYANG 
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Displacement cooking is that used cooking liquor is 

displaced by cooking liquor or washing water using the 

principles of displacement cycle and diffusion washing 

of black liquor in the batch digester. Both used cooking 

liquor and heat are displaced, and then cold spraying is 

fulfilled.

Displacement cooking can make full use of the black 

liquor repeatedly, extract lignin from the cooking system 

in delignification phase and dissolve hemi-cellulose. 

During the supplementary delignification phase, cooking 

liquor can be refilled. By the principles, initial heat and 

chemicals can be recycled. The cooking can keep 

continuous balance during the whole cooking process, 

which can help to improve pulp quality and production 

efficiency.

CHEMICAL PULP 
PRODUCTION LINE

Tank region

Heat exchanger

Cold black liquor tank ,warm black liquor tank ,hot black liquor tank ,
cold white liquor tank
 
Warm black liquor cooler, black/white liquor exchanger ,
white liquor heater, steam distributor, cyclone separator 

Model ZJG3     ZJG4        ZJG5     ZJG6       ZJG7      ZJG8     ZJG9

Effective volume
(M  )

Diameter(internal)
(mm)

Design pressure 
(Mpa)

Design temperature
(℃)

110       135             175       225             250         330            400

3600       4000             4500       4500            4500  5600      5800

0.9/1.2

180/240

3

SELF-CONTAINED  COMPLETE TANKS AND HEAT EXCHANGER

DISPLACEMENT DIGESTER SPECIFICATION

DISPLACEMENT 
COOKING SYSTEM
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Model ZJG1            ZJG2            ZJG3            ZJG4            ZJG5            ZJG6

Effective volume
(M  )

Diameter(internal)

Maximum  working 
pressure(Mpa）

Maximum working 
temperature (℃)

50         75                 110          135       175              225

0.8

175

3

￠3000         ￠3250   ￠3600            ￠3600      ￠4500    ￠4500

Model ZJG1            ZJG2            ZJG3            ZJG4           ZJG5             ZJG6Lye heater
40         65                  90           110     140              190

ZBY21         ZBY22     ZBY24           ZBY24     ZBY24 ZBY24

￠200          ￠250    ￠300             ￠300       ￠300              ￠300

Q647Y-16P    Q647Y-16P    Q647Y-16P    Q647Y-16P     Q647Y-16P      Q647Y-16P

￠200             ￠200   ￠200            ￠200      ￠300 ￠300

Corollary Equipment

SpecM

150         225                   330            400       500               800

￠5000         ￠5600   ￠6500            ￠7000      ￠7000 ￠7000

SpecM

Model

Spec

Model

Spec

Lye circulation
pump

Dumping  ball
valve

Automatic pot
cover ￠770

Blow tank
Model ZJP2            ZJP3            ZJP4            ZJP5           ZJP6             ZJP7

3

2

0.25

175
Maximum working 
temperature (℃)

Maximum  working 
pressure(Mpa）

Diameter(internal)

EQUIPMENT TECHNICAL PARAMETERS

Advantages
Displacement cooking technology is the most advanced batch cooking technology in the world 

nowadays. Compared with conventional cooking, it has the following advantages:

Per-ton pulp of steam consumption is reduced greatly to 0.6-0.8t (Conventional consumption is 

2.0-2.5t)

 

It can achieve low Kappa number, high strength and high yield pulp through deep delignification.

  

Pulp has gotten better bleaching. Its low Kappa number and high strength are conducive to 

oxygen delignification, reduction of consumption of chemicals for bleaching and reduction of 

pollution.

Production process is controlled by microcomputer, which reduces manual operation as much as 

possible and keeps the system reliable and stable.
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CONTINUOUS 
COOKING SYSTEM
Continuous cooking process refers to the whole continuous process from 

feeding to discharging, which is mainly used to alkaline pulping and nitrite 

cooking, prehydrolysis sulfate and sulfite cooking. Nowadays it’s 

developed and applied to various raw materials of pulping including wood 

chips, non-wood fiber of raw materials with loosing structures and easy 

penetration such as bagasse, reeds, wheat straw, rice straw, etc.  

Advantages:
1. Lower energy consumption: lower steam and electricity consumption, 

without peak load;

2. Higher paper pulp production, smaller floor space;

3. Low consumption of per unit of chemicals 

4. More homogenized cooking and less rejects  

5. Easier automatic operation and lower labor intensity

CHEMICAL PULP 
PRODUCTION LINE

ANYANG 
MACHINERY 20

APMP 
PRODUCTION LINE
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CONTINUOUS COOKING 
SYSTEM DIAGRAM
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A: Conveying screw: 

Various series specification and diameters 

conveying Screw, according to different 

processing requirement, material of spiral 

conveyer mainly including carbon steel and 

stainless steel 

B: Tearing Machine

C: Heat Recovery Equipment : 

Atmospheric Scrubber and pressure scrubber .

D: Condensing Equipment .

E: Tanks as chip silo, latency chest, HC tower, 

filtrate chest etc .

Apmp Production Line
Mainly Equipment 

SUPPORTING PRODUCTION LINE 
EQUIPMENT USER :
- Jiangsu Jindong Paper Company 

- Shandong Taiyang Paper Company

APMP pulping technology which is characterized by the color paste with high whiteness ,high yield ,the use of 

chemical supplies consumption ,little pollution ,is a new technique to get the high yield pulp .less chemical and 

drugs for bleaching ,hydrogen peroxide do not like chemical pulping that generated a large number of black liquor 

,so APMP causing no pollution to the environment 

APMP 
PRODUCTION LINE
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WASHING AND BLEACHING 
SYSTEM

Large production capacity per unit area;

Drum designed of conical channel technology can increase filtration fluid 

velocity;

Plane valve adopted of multi-point fixation technique can keep high 

vacuum degree stable and high-density feed;

Plane distribution valve with less space area, more compact structure 

and convenience to repair; 

Corrugated plate can increase effective filtration area and prevent 

backing flow and plug.

Breaking-apart press agitation technology is convenient to improve 

effects of mixing washing. 

Technologies of compound side plate, feeding pulp by weir plate and 

divided sealing can guarantee stable operation and easy maintenance.

Active device is under control of variable frequency speed regulation, 

reducing power consumption. 

Model /item

Discharge
Consist
Ency(%)

Drum 
length 
(mm)

Drum 
Dia
(mm)

Drum 
Speed 
(rpm)

Feed 
Consist 
Ency(%)

Capacity
(black liquor extracting)(adt/㎡.d)

straw /
bagasse 
pulp

Bamboo 
pulp

Wood 
pulp

AMXJ35           3200  3500      0.8~3        1.5~2.5   8~12          52.5~87.5     175~210     210~280

AMXJ40           3650  3500      0.8~3        1.5~2.5   8~12          60~100         200~240     240~320

AMXJ45           4100  3500      0.8~3        1.5~2.5   8~12          67.5~112      225~270     270~360

AMXJ50           4550  3500      0.8~3        1.5~2.5   8~12          75~125         250~300     300~400

AMXJ55           5000  3500      0.8~3        1.5~2.5   8~12          82~137.5     275~330      330~440

AMXJ60           5450  3500      0.8~3        1.5~2.5   8~12          90~150         300~360     360~480

AMXJ65           5200  4000      0.8~3        1.5~2.5   8~12          98~162.5      325~390    390~520

AMXJ70           5600  4000      0.8~3        1.5~2.5   8~12          105~175       350~420    420~560

AMXJ75           6000  4000      0.8~3        1.5~2.5   8~12          113~187.5     375~450     450~600

AMXJ80           6400  4000      0.8~3        1.5~2.5   8~12          120~200       400~480    480~640

AMXJ85           6800  4000      0.8~3        1.5~2.5   8~12          127~212.5    425~510   510~680

AMXJ90           7200  4000      0.8~3        1.5~2.5   8~12          135~225       450~540   540~720

AMXJ95           7600  4000      0.8~3        1.5~2.5   8~12          143~237.5    475~570   570~760

AMXJ100         8000  4000      0.8~3        1.5~2.5   8~12          150~250       500~600    600~800

AMXJ105         7450  4500      0.8~3        1.5~2.5   8~12          157~262.5    525~630   630~840

AMXJ110         7800  4500      0.8~3        1.5~2.5   8~12          165~275       550~660   660~880

AMXJ115         8150  4500      0.8~3        1.5~2.5   8~12          173~287.5    575~690   690~920

AMXJ120         8500  4500      0.8~3        1.5~2.5   8~12          180~300       600~720   720~960

TECHNICAL PARAMETERS

VACUUN DRUM WASHER 

ADVANTAGES:
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SYSTEM

SINGLE SCREW PRESS WASHER

ADVANTAGES:
Low rotate speed, low power demand and low noise; 

Special structure of design to prevent pulp slippage and reach high discharge consistency of pulp;

High dewatering efficiency, extracting 80% of black liquor from the pulp; High dryness of pulp;

Applicable pulps: straw pulp, bamboo pulp, bagasse pulp, wood pulp, etc.

Shell design: to prevent overflow of peculiar smell and black liquor;

Completely mechanical extrusion dewatering; Installation height isn’t needed.

Model / Item AMDL-Ⅱ 
600

AMDL-Ⅱ 
750

AMDL-Ⅱ
1000

AMDL-Ⅱ 
1500

Screw Dia.(mm)

Capacity (adt/d)

Power(kw)

Net Weight(Kg)

Inlet Consistency(%)

Outlet Consistency (%)

600

50-100

90

9200

4~12

25~30

750

100-120

160

12500

4~12

25~30

1000

200-350

315

19000

4~12

25~30

1500

500-750

500

38000

4~12

25~30

Note ：Based on kraft pulp or wood pulp.

Model / Item AMDL-I 
600

AMDL-I 
750

AMDL-I 
1000

AMDL-I 
1100

AMDL-I 
1200

AMDL-I 
1500

Screw Dia.(mm)

Capacity (adt/d)

Power(kw)

Net Weight(Kg)

Inlet Consistency(%)

Outlet Consistency (%)

600

40-50

37

14000

8~12

25~35

750

50-70

45

16000

8~12

25~35

1000

100-120

55

19000

8~12

25~35

1100

120-140

75

21000

8~12

25~35

1200

140-160

90

24000

8~12

25~35

1500

180-200

132

32000

8~12

25~35

Note ：Based on kraft pulp or wood pulp.

TECHNICAL PARAMETERS(AMDL-ⅠSERIES)

TECHINICAL PARAMETERS (AMDL-Ⅱ SERIES)
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SYSTEM

TWIN ROLL PRESS WASHER

ADVANTAGES:

Adopting international advanced hydraulic drive 

system, pulp distributing system and washing 

system;

With washing, dewatering and displacing 

equipments;

Fully improved pulp feeding structure designed 

with independent intellectual property rights to 

get better distributing effects;

Brand-new sealing and scraping mechanisms 

with good sealing in operation and convenience 

in control; 

Larger filtration area and stronger displacement 

performance to get better pulp washing effects;

 

Advanced Sweden hydraulic drive system with 

more stable and liable performances; 

More modern control system for remote control  

Model /item

Discharge
Consist
ency(%)

Drum 
length 
(mm)

Drum 
Dia
(mm)

Drum 
Speed 
(rpm)

Feed 
Consist 
Ency(%)

Capacity
(black liquor extracting)(adt/㎡.d)

straw /
bagasse 
pulp

Bamboo 
pulp

Wood 
pulp

AMSG712          1200     700         2~20         3.5~10          20~35          30~40          60~80       80~100

AMSG915          1550     900         2~15         3.5~10    20~35          40~60         85~120     130~160

AMSG920           2000            900            2~15         3.5~10          20~35          55~85        125~160      175~210

AMSG928           2820            900            2~15         3.5~10           20~35         80~120      165~220     250~300

AMSG935           3500            900             2~15         3.5~10          20~35        110~150      225~280      310~370

AMSG940           4000            900            2~15          3.5~10          20~35       120~170      220~310     350~400

AMSG945           4500            900            2~15          3.5~10         20~35        160~180      285~350     400~480

AMSG1532         3200    1500         2~15          3.5~10          20~35        220~350      450~600      700~800

AMSG1540         4000           1500           2~15          3.5~10         20~35        400~550     800~1000   1200~1500

AMSG1550         5000           1500           2~15          3.5~10         20~35        500~650    1000~1300  1700~1800

AMSG1572         7200           1500           2~15          3.5~10         20~35        750~1000  1500~1800  2500~3000

TECHNICAL PARAMETERS:
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Advantages :
To get high rate of fiber during the process of white water recovery, achieving water circulation, reducing water 

consumption, preventing white water pollution.

With large and good effective filtering area, various sectors are economical and of high strength and easy to 

dismantle.

Complete specifications of the equipments; to change filtration area according to different production 

requirements;

Adjustable distribution valve made of special wear-resistant material with good sealing performance; 

Composite sealing strip can provide with best sealing effectiveness;

Compact structure, less floor space, high production capacity; 

Good economic and social benefit 

WASHING AND BLEACHING 
SYSTEM

MULTI-DISC VACUUM FILTER
As the latest generation of the equipment of white water 

recovery and pulp thickening, it can save energy, reduce 

water consumption and fiber loss, meanwhile protect 

environment and prevent pollution .It is mainly applied to 

white water recovery and pulp thickening in a papermaking 

plant. Its performance has successfully reached the 

advanced standards of China. 

ZNH25                         ZNH35                     ZNH45                  ZNH55 

Overall dimension 
L*W*H(mm)

Overall dimension 
L*W*H(mm)

Overall dimension 
L*W*H(mm)

Overall dimension 
L*W*H(mm)

4

6

8

10

12

14

16

18

20

22

24        

3885*3035*4168

4485*3035*4168

5085*3035*4168

5685*3035*4168

6285*3035*4168

6885*3035*4168

5510*4100*5361

6210*4100*5361

6910*4100*5361

7610*4100*5361

8310*4100*5361

9010*4100*5361

6319*5450*6060

7019*5450*6060

7719*5450*6060

8419*5450*6060

9119*5450*6060

9819*5450*6060

7415*6400*7235

8115*6400*7235

8815*6400*7235

9515*6400*7235

10215*6400*7235

10915*6400*7235

11615*6400*7235

12315*6400*7235

Disc QTY

SERIES AND SPECIFICATIONS: 

Model 
ZNH25                ZNH35      ZNH45         ZNH55 

Disc Dia.(mm)

Per-disc filtration area (m  )

Capacity

Fiber recovery rate(%)

Filtrate clarity(mg/L)

Inlet consistency (%)

Outlet  consistency (%)

MOC

Vacuum degree(Mpa)

Net washing water pressure (Mpa)

Stripping water pressure(Mpa)          

2500

8.5

0.6-3M3/m3.h(white water recovery) 0.7-1.5t/m3.d(pulp thickened)

>95

20-80

0.2-0.6(white water recovery ) 0.5-1.2 (Pulp thickened)

4-6(white water recovery ) 4-15 (Pulp thickened)

SS304 material for parts in contact with product 

0.02-0.06

0.7

0.7

2500

16.7

4500

26

5500

382

Item

MAIN TECHNICAL PARAMETERS
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WASHING AND BLEACHING 
SYSTEM

GRAVITY DISC THICKENER
Gravity disc thickener is mainly used for thickening of low consistency pulp. Different from traditional vacuum disc 

filter, it doesn’t need necessary installation height of water log. It can replace traditional gravity thickener. 

Advantages:
Applicable to shorter fiber or higher consistency of mechanical wood pulp, waste pulp, reed pulp, bagasse 

pulp and straw pulp with low freeness (higher beating degree);

Easy operation, reliable operation, high production capacity, low power consumption and convenient 

management;

Filtration materials include stainless steel structure or polyester fabric. 

ANYANG 
MACHINERY 35

ZNP26                                                           ZNP35

Overall dimension L*W*H(mm) Overall dimension L*W*H(mm)

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20     

3718*4035*3230

3998*4035*3230

4278*4035*3230

4558*4035*3230

4838*4035*3230

5118*4035*3230

5398*4035*3230

5678*4035*3230

5958*4035*3230

6238*4035*3230

6518*4035*3230

6798*4035*3230

7078*4035*3230

4705*5090*4383

5005*5090*4383

5305*5090*4383

5605*5090*4383

5905*5090*4383

6205*5090*4383

6505*5090*4383

6852*5090*4383

7152*5090*4383

7452*5090*4383

7752*5090*4383

8052*5090*4383

8352*5090*4383

Disc QTY

Model 
ZNP26                                       ZNP35

       Dia. (mm)

Per-disc filtration area (m )

Capacity

Inflow consistency(%)

Outflow consistency(%)

Washing pressure for sieve cleaning (Mpa)

2600

7.5

0.3-2

3~5

0.8—3t/m2.d

0.3-2

3500

15

0.3-2

3~5

2

Item

0.6-0.7

TECHNICAL PARAMETERS

TECHNICAL PARAMETERS

WIND TURBINE 
TOWER
Company has its own product design and 

research and development centers ,as well 

as technical cooperation with leading 

institutions.Main products cover wind turbine 

tower,ocean wind turbine tower and tower 

foundation anchor plates petroleum  

chemical industry equipment to meet 

pressure vessel manufacture and 

large-scale wind turbine tower needs.
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TOWER

WIND TURBINE TOWER 
PRODUCTION PROCESS
1   Accurate NC blanking

2   Effective bending

3  High-quality auto-welding

4  All-round quality testing
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5  Meticulous sandblasting

6  Multi-layered anti-corrosion painting

9   High-demand transportation

7   Key components 8   Careful storage
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Anyang Machinery Co, Ltd. has owned the design & manufacture 
qualification of A2 class pressure vessel, for example, reactor, 
storage tank, heat exchanger, etc

We can design and manufacture pressure vessels according to 
customer requirements and comply with the ASME standard.

CHEMICAL
EQUIPMENT

10  On-site installation
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REACTOR HEAT EXCHANGER

AM
Anyang machinery

AM
Anyang machinery

AM
Anyang machinery

AM
Anyang machinery

AM
Anyang machinery

AM
Anyang machinery

AM
Anyang machinery

AM
Anyang machinery
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STORAGE TANKS COLUMNS

AM
Anyang machinery

AM
Anyang machinery

AM
Anyang machinery

AM
Anyang machinery

AM
Anyang machinery

AM
Anyang machinery
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High fineness and large specific surface of finished product

Compared with other enterprises in the same industry, our cement mill can produce cement production with the 

advantage of high fineness and large specific surface. The cement is of excellent quality, high hydration reaction 

speed, fast strength development, and good intensity after hardening. 

High efficiency and large output

We have rich experience on the manufacture of cement mill, and our technology takes a leading place in the 

industry. Compared with other products in the same industry, the output increases by 15-20%, power 

consumption reduces by 10%. Moreover, the temperature of finished product can be reduced by 10-20℃.

Advanced technology and good sustainable service

Compared with the similar products, our double sliding belt cylinder mill is the first to completely solved the 

difficulty that its sliding belt axis tile at the discharge end cannot work continuously due to overheating in China. 

Therefore, this technology is awarded national practical utility model patent with No. ZL201020285841.9. Many 

practical cases have proved out that it can guarantee the mill works steadily and continuously for a long time. 

Spec/M Effective 
volume
(m³)

Output
(T/H) 
Mill  
speed 
(R/Min)

Size of
feeding
material
(mm)

Grinding 
material 
load
(T)

Driving 
mode

Main 
motor/
power
(KM)

Main 
reducer

Weight 
of equipment
(T)

Φ3.2×13

Φ3.2×14

Φ3.5×13

Φ3.8×12

Φ3.8×13

Φ4×13

Φ4.2×13

Φ4.2×14.5

Φ4.6×14

Φ4.6×14.5

Φ4.6×15.5

Φ5.0×15

17.8

18.04

17.09

16.6

16.4

15.5

15.6

15.6

15

15

14.5

14.5

≤20

≤25

≤20

<25

<25

<25

<25

<25

<25

<25

<25

<25

128

138

160

175

195

235

240

250

285

290

300

350

92.4

99.8

111.2

123.6

129.3

155

157

162

179

181

185

215

JQS2500

MFYX250

MFYX315

JQS3500

MFY420

MFY420

MFY450

MFY560

MFY600

brim

brim

brim

core

core

core

core

core

core

core

core

core

MBY1000
JDX1000

MBYX1100

JDX1000
MBYX1100

218

228

250

286

376

263

485

496

513

604

203(excluding 
transmission part)

254.6(excluding 
transmission part)

Output
(T/H)

45-50

48-52

58-68

80-95
(circle flow)

75-90
(circle flow)

90-95
(circle flow)

120-145
(circle flow)

130-150
(circle flow)

105-140
(circle flow)

115-150
(circle flow)

135-155
(circle flow)

155-170
(circle flow)

YR1600-8
/1430/1600

YR1800-8
/1430/1800

YR2000-8
/1730/2000

YRKK800-8
/2500

YRKK800-8
/2500

YRKK900-8
/3150

YRKK1000-8
/3550

YRKK1000-8
/4000

YRKK1000-8
/4200

YRKK1000-8
/4000

YRKK1000-8
/4000

YRKK1000-8
/4000

CEMENT
PRODUCTION LINE

TUBE MLL

FEATURES

TECHNICAL PARAMETERS OF TUBE MILL

AM
Anyang machinery

AM
Anyang machinery
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1. Mature & stable technology 

Vertical roller mill manufactured by Anyang 

Machinery Co, Ltd. can produce stable and reliable 

quality of cement whose specific surface area is up 

to 3800cm2. It has the ability to replace tube mill 

completely.

 

2. Low power consumption 

According to measured data of pulverized coal, 

vertical roller mill can save above 30% of power 

consumption for production of per-ton cement 

clinker compared with traditional tube mill, which 

saving effect is very remarkable. 

3. Stable, high-efficient & environmental 

protection 

The low vibration and noise of the whole sealing 

system can work under negative pressure without 

dust overflow, which can keep environment clean. 

Therefore, vertical roller mill meets the requirements 

of national environmental protection. With working 

mechanism’s changing, the mill can also reduce 

friction and prolong service life.

4. Strong casting capability & short delivery 

period

Anyang Machinery Co, Ltd. is the third enterprise 

which has the capability of manufacturing a 

large-scale complete set casting in China. We have 

the casting capability of single 120t. Meanwhile, we 

own a large-scale machining workshop. These can 

help shorten delivery period of cement vertical roller 

mill greatly. 

CEMENT
PRODUCTION LINE

FEATURES
VERTICAL MILL

ANYANG 
MACHINERY 50

Raw material
Vertical mill

Specifications Millstone Dia./MM QTY Of 
grinding roller

Standard installed 
power/KW

Standard 
ability/T/HW

ZLM53.4R

ZLM60.4R

Selection 
Criteria

5300

6000

4

4

4200

5000

470

560

1. Raw material medium grindability (FM)=0.9-1.0:   2. Moisture content of raw material: 7%  
3. Product fineness: 80μ12-15%;  4. Moisture content of flavor powder 0.5-1.0%

Slag vertical 
mill

Specifications Millstone Dia./MM QTY Of 
grinding roller

Standard installed 
power/KW

Standard 
ability/T/HW

Selection 
Criteria

1. Raw material medium grindability(FM)=0.9-1.0;     2. Moisture content of raw material:15%; 
3. Specific surface area: 4200-4500;     4. Moisture content of flavor powder 0.5-1.0%

Cement vertical
 mill

Specifications Millstone Dia./MM QTY Of 
grinding roller

Standard installed 
power/KW

Standard 
ability/T/HW

ZLM53.4R

ZLM60.4R

Selection 
Criteria

ZLM53.4R

1. Criteria of cement: PC42.5;  2. Specific surface area: 3300-3800   
3. To confirm ingredient composition when equipment selection: if bad grindability, to choose lowest 
level of product.

ZLM32.3S

ZLM43.4S

ZLM46.4S

ZLM53.4S

3200

4300

4600

5300

3

4

4

4

1600

2800

3150

4800

50

90

110

160

3200

4500

5000

3

4

4

1600

4000

4200

65-80

150-180

180-220

EQUIPMENT TECHNICAL PARAMETERS
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1. Rotary kiln has many advantages, 

such as great production capacity, 

high mechanization and automation, 

strong adaptability to raw material, 

high activity of product, stable 

production operation, perfect 

environmental protection measures, 

etc. Therefore, it is widely used in 

many countries.

2. Rotary kiln is of simple structure 

and mainly composed of cylinder, 

bearing, drive, sealing device for kiln 

head and kiln tail. It has convenient 

and reliable production process 

control, low wear degree of parts 

and high operation rate. The 

equipment is used for cement plants 

to calcine cement clinker.

3. Through technology innovation, 

the calcination system of rotary kiln 

adopts the most advanced hydraulic 

gear wheel device and metering 

plunger pump in the world with high 

measuring accuracy, high-precision 

flow speed control valve, contact 

graphite block sealing device and 

other advanced technologies in 

China. It is easy to operate with 

reliable performance. The thermal 

regulation is stabilized and then the 

operation rate has been improved. 

Compared with the same 

specification of equipments, the 

operation rate has increased by 

10%; the output has increased by 

5%-10%; heat rate has reduced by 

15%.

CEMENT
PRODUCTION LINE

ROTARY KILN

FEATURES

Specification
Capacity (t/d)
Kiln body inclination (%)
QTY of supporting
Catch wheel type

Main drive
Slow drive

Type
Rated power (Km)
Speed range (R/M)
Rated voltage (V)
Type
Velocity ratio
Type
Rated power (Km)
Rated speed (R/M)
Rated voltage (V)
Type
Velocity ratio

Φ4*60
2500
3.5
3
Hydraulic pressure
0.396-3.96
8.56
ZSN4-355-092
315
100-1000
440
ZSY630-35.5
34.601
Y200L-4
30
1470
380
ZL65-16
40.85
487.5

Φ4.2*60
2800
3.5
3
Hydraulic pressure
0.4165-4.165
10.35
ZSN4-355-12
420
100-1000
440
ZSY710-35.5
35.526
Y2255-4
37
1480
380
ZSY280-35.5
35.745
576.1

Φ4.3*60
3000
3.5
3
Hydraulic pressure
0.398-3.98
9.9
ZSN4-355-12
420
100-1000
440
ZSY710-35.5
35.714
Y2255-4
37
1480
380
ZSY280-35.5
35.714
598.5

Φ4.8*60
5000
4
3
Hydraulic pressure
0.35-4
8.52
ZSN4-400-092
630
130-1500
660
JH710C-SW305-40
42.226
Y250M-4
55
1480
380
JH220C-SW302-28
28.125
841

Kiln 
speed

Main 
Drive

Auxiliary 
drive

Total weight (t)

Motor

Reducer

Motor

Reducer
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Bag dust collector of kiln headClinker silo

CEMENT 
PRODUCTION LINE

Aggregate production line

Dust collector

AM
Anyang machinery
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Pre-sales Design

SERVICE CONTENT:

According to actual needs of clients, the equipment 

specifications and models shall be determined. In 

addition, they can be also customized in accordance 

with special requirements of the clients. We will 

provide design techniques of the production line and 

make a really satisfactory and reasonable design for 

clients. Meanwhile, we will provide technical training 

to help clients master certain knowledge and 

machine maintenance skills. All the above is free.

Sales Tracking
In sales process, we will track production 

techniques to ensure product quality and 

shorten production cycle, and pay more 

attention to product inspection. In addition, 

senior technical team will be sent to help 

customers design and make a construction 

plan with free, striving for reasonable 

construction scheme and the lowest cost.

After-sales Service
Our service staff will be sent to guide our 

client to finish construction on the site for the 

whole process and then they are responsible 

for training operation till the client is fully able 

to operate.

OUR SERVICES 

OUR TARGET
Self-realization, pursuit of excellence

SERVICE PHILOSOPHY
Quality and efficiency to win the trust of clients

MANAGEMENT CONCEPT
Efficiency is from management, management 
focuses on innovation
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